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Main Subjects

l Identification and classification of 
our company’s product.

l Analysis of the main components
and characteristics of the 
product.

l Comparison with the competitors.
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Product Ranges

l SCM Edgebanders
l IDM Edgebanders and Squaring/edgebanders
l STEFANI Edgebanders and 

Squaring/edgebanders

They differ for:
ü Technological content, Flexibility
ü Performance, Productivity
ü Type of feasible working processes
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Trademark Position

SEGMENTS

A
rt

ig
ia

na
to

A
rt

ig
ia

na
to

 e
vo

lu
to

M
ed

ia
 in

du
st

ri
a

G
ra

nd
e 

in
du

st
ria

Squaring-edgebanders for narrow panels EVOLUTION 60

Evolved high-performance flexible machine EVOLUTION FLEX

Evolved high-performance squaring-edgebanders EVOLUTION SB

Standard high-performance squaring-
edgebanders

ACTIVA Hi-Tech

Flexible evolved squaring-edgebanders PERFORMANCE FLEX

Customazible Evolved squaring-edgebanders PERFORMANCE SB

Customizable Standard Squaring-edgebanders GENESIS SB

Squaring-edgebanders with close composition GENESIS ST

Evolved double-end tennonen EVOLUTION SQ

Standard double-end tennonen PERFORMANCE SQ

Customizable double-side edgebanders PERFORMANCE 2 

High performance single -side edgebanders PERFORMANCE ONE

Customazible Evolved single-side edgebanders SOLUTION

Customizable Standard single-side edgebanders GENESIS ONE

Evolved single-side edgebanders with close conf. LEVEL SP

Single-side edgebanders with close configuration S 2000 / S 3000 LEVEL KS - WS

Edgebanders for soft use K

Edgebanders without track KONTURA KOMPACT
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Squaring-edgebander position
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Squaring-edgebander: Performances

Double / Flex / 60Double / FlexDoubleDoubleMachine configuration

EVA / PUR

Da 5400 a 11700mm

900 mm (500 – 400)

1000 mm (1400)

3200 (3700) mm

220 mm

0.4-25 mm

10/60 mm

PC Office

Idle belt

10 – 40 mt/min

SB Track

Straight/Softorming

Fixed (opt. Variable)

GENESIS SB

EVA / PUR

Close compositions

900 mm (500 – 400)

1000 mm (1200)

3200 (3700) mm

220 mm

0.4-3 mm

10/60 mm

PC Office

Idle belt

10 – 25 mt/min

SB track

Straight

Fixed

GENESIS KS

EVA / PUR

Da 5900 a 18200mm

500 mm (400 – 300)

1000 mm (1600)

3200 (3700) mm

220 mm

0.4-25 mm

10/60 mm

PC Office

Motorized belt

10 - 60 (opt. 80)mt/min

SB Track

Straight/Soft/Doors

Fixed (opt. Variable)

EVOLUTION

Da 5400 a 11700mmMachine base

900 mm (500 – 400)Dogs distance

1000 mm (1400)Max crosswise pass

3200 (3700) mmMax. panel width

EVA / PUR

220 mm

0.4-25 mm

10/60 mm

PC Office

Idle belt

10 - 40 mt/min

SB Track

Straight / softforming

Fixed (opt. Variable)

PERFORMANCE
SB 

Glue

Min. panel width

Edge thickness

Panel thickness

NC control

Top pressure beam

Working speed

Feed track

Working function

Panel overhang

E-mail: contact@caple.in    Mobile: (91) 99200 71716



Technical note: poligonal motion

l The use of a track sprocket with even number of teeth, and even
number of track links, causes a pulsation (X) results in a stretching
(L) and shortening (L-2X) of the chain during the rotation of the 
pinion; opposite pulsations which give a micro-oscillation at the 
panel.



l The solution of a track sprocket with odd number of teeth, and odd
number of track links (STEFANI, IDM), causes a pulsation of the chain
as well, but, it doesn’t cause the opposite pulsation of the chain. This 
solution helps to not stress the chain and have a more costant 
poligonal motion.

Technical note: poligonal motion
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Feed speed

l PERFORMANCE SB
feed speed variable (inverter) from 10 up to 40 
mt/min, PC managing.

l EVOLUTION
feed speed variable (inverter) from 10 up to 60 
mt/min, PC managing.
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l Top pressure beam made of 
steel.

l “D” single section belt.

l The pressure on the panel is  
guaranteed by rod and spring
system.

l Panel thickness from 10 mm up to 
60 mm, managing by N.C.

Performance: top pressure beam
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Evolution: Top pressure beam

l Top pressure beam made of 
steel.

l “D” single section belt.

l Motorized belt

l The pressure on the panel is  
guaranteed by rod and spring
system.

l Panel thickness from 10 mm up to
60 mm, managing by N.C. 
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l For lengthwise operation
the panel infeed is assisted 
by a fence fitted with 
wheels: the inclined 
infletable wheels 
guarantees a perfect 
aligned of the panel on the 
side fence.

Lengthwise infeed system
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Crosswise infeed system

l The cross feeding of the panel, is done by the following devices:

- track extension in front of the machine (track with dogs)
- panel frictions to push the panel against the dogs
- felts to support the panel waiting the dogs coming
- infeed fence for the correct feeding of the panel
- side aligned system 

l PERFORMANCE: cross feeding 1200 mm std (1400 opt.)

l EVOLUTION: cross feeding 1200 mm std (1400 o 1600 opt.)
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Crosswise infeed devices

l To guarrantee the cross feeding of the panels at any condition, the system 
includes::

v With cross feeding 1200 mm and thin edge
SX 1 long infeed fence
DX 1 short infeed fence + 1 side aligned system

v With cross feeding 1200 mm and thin edge, ABS 
and/or solid wood
SX 1 short infeed fence + 1 side aligned system
DX 1 short infeed fence + 1 side aligned system

v With cross feeding > 1200 mm and thin edge, 
ABS and/or solid wood
SX 1 short infeed fence + 2 side aligned system
DX 1 short infeed fence + 2 side aligned system
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Crosswise infeed system
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l The central support allows the support of the 
panels wider than 1200 mm

l A pulley system enables a perfect centring of the 
support according to the opening of moveable 
beam.

Central panel support
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WORKING UNITS FEATURESWORKING UNITS FEATURES

PREPARATION PANEL SECTIONPREPARATION PANEL SECTION

CHAPTER 2
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Preparation panel section

The preparation panel section consist in:

Squaring/edgebanding machine for straight;
several squaring units allow the cut-off material to obtain a 
perfect geometry on the panel.

Squaring/edgebanding machine for softforming;
squaring units + profiling units allow the cut-off material to
obtein the geometry and carry out the profile on the panel.
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