
Model : T-RP 135

Hard rubber rollers and 
heating elements, that 
ensure perfect fix of 
laminate on board. For best 
results, adjust roller speed 
and temperatures.

Transport benches are 
additional extensions and 

covers minimal floor-space, 
for in-feed and out-feed of 

panel boards. Most 
convenient and fast system.

Model : T-RP 160

Bigger size models, these machines are
capable of  handling larger width of panel board.
Choose according to  your project-plans.

Roller Press-Auto : Technical Specifications
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Electrical Level
Nominal Current
Board Thickness (max)
Board Width (max)
Speed
Total Electrical Power
Total Air Pressure
Working Height
Working Length
Machine Width
Machine Length
Machine Height
Machine Weight
Together with Benches

V - Hz
A

mm
mm

mt/min
kW
bar
mm
mm
mm
mm
mm
kg
kg

Sr.No. Unit T-RP 160 T-RP 200T-RP 135
220 - 50

10.8
90

1360
2-6.5
2.37

6
865
4810
810
2060
1700
635
735

With heater

220 - 50
3.4
90

1660
2-6
0.75

6
865
4810
810
2460
1700
800
900

220 - 50
3.4
90

2000
2-6
0.75

6
865
4810
810
2860
1700
1000
1100

Without heater

Easiest way to fix laminates on panels
Roll, press, heat & fix !
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Available at all Jai-machine malls, across India :

Turkish Turanlar is known for its technological
advancement and design based innovations. Its
machinery is manufactured according to
various international standards. It's exported to over
60 countries. Jai Industries, the market leader here,
is now Turanlar's Indian partner.

Notes :
Due to continuous product improvement the
technical specifications are subject to change
without prior information.

Some accessories shown fitted on the machine may
not be part of Standard accessories.

Roller Press (Throughfeed - Auto).................

Postforming (Throughfeed - Auto)................

Softforming (Throughfeed - Auto)..................

Curvilinear Edge Bander (Auto)................

Edge Bander (Throughfeed - Auto)................
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Spindle Molder (Throughfeed - Auto)............

10

Machines are of ultimate European quality

Jai-Turanlar range carries

Index

TURANLAR

Compact m/cs 
Edge Trimmer-manual, Robomatic Profile Trimmer -Auto)

(Curvilinear Edge Bander, ............... 9

2 years' warrantee

Expanding the Jai European range Roller Press 
Throughfeed (Auto)
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Model : T-RP 200

It can apply laminate, veneer, PVC ,
PVC foils, acrylic etc. on the materials such
as chipboard, MDF, plywood etc..
Laminating of bright and thin material,
on not-so-thick panels is also guaranteed
thanks to its pneumatic press and
hard rubber rollers.

No waiting required as on the classic press m/cs. 
No limit to the work piece length. This Jai-
Turanlar m/cs consume less energy than that of 
normal presses. with it's in-feed & out-feed 
transport benches, it becomes a continuous 
production system suitable for mass production.
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Model : T-PF 190

Model : T-PF 590

Postforming
Throughfeed (Auto)

Postform profiles on all kind of standard,
             good or bad quality panels with High Productivity !

This m/c can take work piece 
with 60mm thickness max. 
and tackles all kind of 
laminates up to 1.00 mm. 
Adjust conveyor speed & 
temperature for best results.

This is the most advanced m/c. 
PVA contact glue can be 
applied as a slim layer with 
special spray-gun system. 
Shortwave infra-red lamps are 
used to soften the laminate 
and dry the glue.
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TURANLAR

Jai-Turanlar achieves
         "Optimum cost-to-performance ratio"

Material is softened by heater group and then 
silicon rollers wrap it around the edge profile

High frequency milling cleans the excesses of 
0laminate during 90  postforming process

Vertical/horizontal grooving is done by 
0

grooving saw during 180  postforming process

Triple cartridge group can handle 3 different 
profiles together

Model : T-PF 280

Trustable and Safe Application : T-PF 190,
T-PF 280 and T-PF 590 m/cs are produced 
specially for safety and security standard. 
These m/cs can form the laminate without 
burning and cracking. We all know laminates 
could be very bright, thicker, matt, HPL, CPL, 
or bad quality due to supplies from various 
producers, Jai-Turanlar works
with all these laminates.
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Electrical Level
Nominal Current
Laminate Thickness
Laminate Height
Speed
Total Electrical Power
Total Air Pressure
Air Capacity
Working Height

Trimming Motor
Grooving Motor
Buffing Motor
Hot Air Blower
Dust Collector Enter
Machine Width
Machine Length
Machine Height
Machine Weight

V - Hz
A

mm
mm

mt/min
kW
bar

It/min
mm

kW/rpm
kW
kW
kW
mm
mm
mm
mm
Kg

Sr.No. Unit T-PF 280 T-PF 590T-PF 190
400 - 50

14.5
1
70

2 - 8
5.5
-
-

870

 
0.55/11000

-
-
-
-

940
3300
1600
815

400 - 50
13
1
70

2 - 8
7.25

-
-

870

 
0.37/12000

0.55
0.18

-
Ø 150
920
4000
1600
1340

400 - 50
57
1
70

2 - 8
22
6
52
870

 
0.37/12000

0.55
0.18
3.7

Ø 150
920
6500
1600
2000

Postforming (Auto) : Technical Specifications

kW/rpm 2 x 0.48/
12000

--Laminate/Surface
Trimming Motor10
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TURANLAR

Model : T-FC 180

Easy to feed the machines with conveyor system

Digital speed control for better cut

Safe operation inside the cabinet

Due to conveyor system, you get very smooth
surface for the soft-forming and post-forming

The m/c carries the design detail automatically
with the pallet system

Smooth surface can  be obtained due to
the speed regulating device

It allows you to mould edge profiles on the
chip board or MDF board panel directly.
Compare the advantage of this continuous
m/c with manual spindle moulder...

Through-feed spindle moulders

Spindle Moulder (Auto) : Technical Specifications
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Electrical Level
Nominal Current
Board Thickness
Speed
Spindle Dimension
Cutter Speed
Total Electrical Power
Working Height
Spindle Motor
Grooving Motor
Scoring Motor
Dust Collector Enter
Machine Width
Machine Length
Machine Height
Machine Weight

V - Hz
A

mm
mt/min

mm
rpm
kW
mm
kW
kW
kW
mm
mm
mm
mm
kg

Sr.No. Unit T-FC 206T-FC 196T-FC 180 T-FC 198
400 - 50

10.06
10 - 50
2 - 11
Ø 30
6000
4.75
880
4
-
-

Ø 125
940
2400
1600
720

400 - 50
15.5

10 - 50
2 - 11
Ø 30
6000

6
880
4

1.1
-

Ø 125
940
2400
1600
810

400 - 50
26

10 - 50
2 - 11
Ø 30
6000
10
880
2 x 4
1.1
-

Ø 125
940
3300
1600
1000

400 - 50
20

10 - 50
2 - 11
Ø 30
6000
7.5
880
4

1.1
2 x 0.75
Ø 125
940
3300
1600
958

The basic machine consists of
conveyor unit with single
spindle to form the profiling of edges

Model : T-FC 198

The machine consists of conveyor unit, 
two profiling spindles, grooving unit & 
speed adjusting unit for smooth finish.

Perfect profiling of the panel , 
due to consecutive two profiling 
spindles means one spindle for normal 
operation & other for detailed works.

edge
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Spindle Moulders
Throughfeed (Auto)

Model : T-FC 206

International trend of
profile moulding on panel
board edges 
in a finer, faster & profitable way

Model : T-FC 196

The machine consists of conveyor unit, 
single profiling spindle, grooving unit
& speed adjusting unit for smooth finish.

The machine consists of conveyor unit, two 
scoring unit. Single profiling spindles, grooving 
unit & speed adjusting unit for smooth finish.

Due to scoring units, both sided or single sided 
laminated panels can be given better finish cut.
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TURANLAR

Model : T-AE 221

Curvilinear Edge Bander (Auto) : Technical Specifications
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Electrical Level
Nominal Current
Edge Material Thickness
Board Thickness
Board Dimensions
Speed
Total Electrical Power
Total Air Pressure
Total Air Usage
Working Height
Trimming Motors
Min. Convex Radius
Machine Width
Machine Length
Machine Height
Machine Weight

V - Hz
A

mm
mm
mm

mt/min
kW
bar

It/min
mm

kW/Rpm
mm
mm
mm
mm
kg

Sr.No. Unit T-AE 221 
400 - 50

15
0.4 - 3
16 - 46

Ø 400 - Ø 2400
2 - 12

8
6

300
850

2 x 0.37/12000
r:40
3500
3300
2000
750

A unique m/c with    

Round Table :
Centre of the activity, this table 
holds the work piece. Round 
table allows design 
maneuverability of all curves. Glue Application Unit :

All edge materials are perfectly glued with hotmelt 
glue. The joint is unvisible and withstands all 
weather effect. There are pneumatic pulling and 
guillotine units on glue box.

Outstanding and highly stable design enables 
precise panel guidance and perfect automatic 
gluing, edgebanding, trimming processes 
without any risk of vibration

Perfect adhesion of edge materials (PVC, ABS, 
Melamine, Veneer etc.) to straight and curved 
edges of panels, such as chipboard or MDF

Faster operation than manual m/cs

PLC touch screen that enables quick, easy and 
trouble-free operation

Curvilinear Edge Bander
(Auto)
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Model :
T-EB 130

Curvilinear 
Edge Bander
(Manual)

Model : T-RF 130

Robotmatic
Profile Trimmer (Auto)

Model : T-FE 140

Edge Trimmer (manual)

Compact M/cs

unprecedented capability of
edge-banding the curved panels

Edge Banding Unit :
It starts automatically, when panel is put 
on m/c. The unit is composed of rollers, 
pneumatic band applying unit and hot 
air blower.

Trimming Unit :
This auto unit cleans excesses at top and 
bottom of the panel. It is programmed for 
rotating the panel and run the trimming 
motors. The guiders follow the panel by 
itself according to panel edges.

1
2
3
4
5
6
7
8
9
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14
15

V - Hz
A

mm
mm

mt/min
kW
bar

It/min
W

kW/Rpm
mm
mm
mm
mm
kg

Electrical Level
Nominal Current
Edge Material Thick.
Board Thickness
Speed
Total Electrical Power
Total Air Pressure
Total Air Usage
Hot Air Blower Power
Trimmer Power
Working Height
Machine Width
Machine Length
Machine Height
Machine Weight

380 - 50
11.7

50
2 - 8
4.5
6

8.5
1600

-
910
860
975
1400
240

Mlamn:0.4, PVC:1-3

220 - 50/60
2.2

1 - 3
18 - 40

-
0.8
6
-
-

910
860
975
1380
160

2 x 0.37/12000

380 - 50
4
-

18 - 36
8

1.5
6
39
-

0.5/27000
870
940
2400
1600
680

No. Unit T-EB 130 T-FE 140 T-RF 130

Compact M/cs : Technical Specifications
Edge Bander Edge Trimmer Profile Trimmer

Manual Manual Auto




