Air Quality: ISO 8573-1 class 2.4.2.

N

Oil Injected Screw Unit + Ref. Dryer + DD/PD-Filter:
Full - Quality Air - Package (FQP) delivering
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Air Quality Customization

b

Ailr qualities

« COMPRESSOR WITH AFTER COOLER & MOISTURE
TRAP:

e« COMPRESSOR WITH AFTER COOLER, MOISTURE
TRAP & REFRIGERATION DRYER:

e« COMPRESSOR WITH AFTER COOLER, MOISTURE
TRAP, REFRIGERATION DRYER & COMPRESSED
AIR FILTER :
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AMERICAN INSTRUMENT SOCIETY STANDARD

STANDARD °

QUALITY STANDARD
FOR
INSTRUMENT AIR

&

Sponsor

INSTRUMENT SOCIETY of AMERICA
400 Stonwix Streat
Plttaburgh, Pennsylvania 15222

4 INSTRUMENT AIR, QUALITY STANDARD.

This Standard establishes four elements for the quality
of instrument air for use in pneumatic instrumuontas.

4.1 Dew Polnt, (at line pressure)

4.1.1 Outdoor Iinstallations (where any part of the In-
strument alr system Is exposed to the outdoor atmos-
phere).

The dew point at line pressure shall be at least -7.8°C
(18°F) below the minimum local recorded ambient
temperature at the plant site.

4.1.2 Indoor Installations (Where the entire insiru-
ment alr system lIs Installed indoors).

The dew point at line pressure shall b at least -7.8°C
(18°F) below the minimum temperature to which any
part of the instrument air system is exposed at any
season of the year. In no case should dew point at
line pressure exceed 2°C (approximately 35°F).

4.2 Particle Size.

The maximum particle size in the air stream at the
instrument shall be three (3) micrometres.

4.3 OIl Content

The maximum total oil or hydrocarbon CUIIILUI\L. exclu-
sivo ofnoncondensables, shall be asclose to zero (0) w./ w
or v/v as possible; and under no circumstances shall it
exceed one (1) ppimn w/w or v/v under normual operanting

‘conditions.
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Our Work Place Concept Has Revolutionized Compressor
Installations

- No compressor room
- No leakages

- Limited pressure drop

- Single point connections
- Single point monitoring
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- Save on installation cost
- Save on operating cost
- Save on maintenance cost
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P
!' Traditional Installation

- Separate compressor room

- Complex piping

- High pressure drop

- Multiple electrical connections
- Multiple drain connections

- Multiple points of monitoring
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- Expensive installation cost
- High operating cost
- High maintenance cost
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WORKPLACE
AIR SYSTEM ™

CUSTOMER VALUE:

- 50% space reduction
- Up to 35% energy
savings with VSD
- 10 dB(a) lower noise
- Up to 20% lower life cycle cost
- No separate compressor room

A compressor house in a box

[";‘ii‘s&}v&ustrial Air Division Atlas Copco Compressor Sales Sfltlas Copco
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M Cycle Cost of a compressor - Traditional

- 2%

installation

77%

energy consumption

9%

maintenance

12%

investment

ndustrial Air Division Atlas Copco Compressor Sales
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“average of 10%

savings with

" MoRKPLACE
Jiuti AR SYSTEM

. - reduced installation
- reduced leakage
- reduced pressure drop

up to 35%

“Ingdustrial Air Division

savings with VSD

Atlas Copco Compressor Sales Atlas Copco

energy consumption

2%

installation

9%

maintenance

12%

investment



y Cost
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Atlasiol

Traditional

77%

energy consumption

2%

installation

9%

mainienance

12%

investmeant

Workplace

energy consumption

daverage

10%

savings
2G
m— snsglation
up to
35%
savings
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maintenance

12%

investment
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r&]flace Concept

1 e

Easy to supply different air qualities for different neads
Cptimal use of space - no compressor house required
Less piping - strongly reduced leakages & limited pressure drop
Single point connections
f’[ Eingle paint monitoring
Low noise 2
Optimally tuned components by one supplier 5
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I Easy to supply different air qualities for different needs
' Optimal use of space - no compressor house required
Less piping - strongly reduced leakages & limited pressure drop
* Single point connections
Single point monitoring
Low noise

Jii

»  Advantages of workplace concept
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THE AIRMONITOR

T,
AU LLE i Y
1 The AlRmonitor is connected to the elektronikon and DD e 4 J e m—— -
linked to the Internet. e ARILINAT A -
- -.J' el L
2 When the Alrmonibor recelves a signal from the -
elektronikon that the compressor feeds service -
attention, it contacts an Atlas Copeg Customer Care &
Centre -

I
AtlasCopeo
I

LOCAL
SERVICE

CEMT IEF‘

Thi sereice centre in turn pinpoints the service
technician responsible for the customer, The
techniciam automatically receives a message
indicating that mew Information s avallable.

4 The customer is contacted bo schedule a service, CI)
depending on the urgency of the problem.

5 Mecessary replacement parts are
automatically ordered and sent directy
o the cusbamer,

& The service job can now be
completed quickly and without
unpleasant on-thie-job surprises

Atlas Copeo
e

CUSTOMER
CARE




AC INDUSTRIAL AIR

COMPLETE RANGE
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-'3“;=!-1'--__..§r£na~||_\_| Pistons LE/LT/LF Range Oil Free and Oil Lubricated
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hﬁRanqe Stationary ,Small Size Air
Compressor

Adlasiop!
— Range 5 cfm to 60 cfm (upto 13 bar pressure)
Rating 2.2 to 11 KW

— Electrical Motor Driven Lubricated Screw
Compressor

— Air Cooled
— Electro Pneumatic Controls
— Base Mounted/Tank Mounted / Full Feature Units




@A 11-30 C-Electric Motor Driven Lubricated Screw
Compressor

*Range 66 cfm to 160 cfm (upto 13 bar
pressure) Rating 11 to 30 KW

Electrical Motor Driven Lubricated
Screw Compressor

*Air Cooled

*Microprocessor Based
‘ELEKTRONIKON?’ Control Pael

eBase Mounted/Tank Mounted / Full
Feature Units

Industrial Air Division Atlas Copco Compressor Sales Atlas Copco



COMPRESSOR

. — Range 200 cfm to 335 cfm (up
= to 13 bar pressure) Rating 30 to
55 KW

— Electrical Motor Driven
Lubricated Screw Compressor

— Air Cooled

— Microprocessor Based
‘ELEKTRONIKON’ Control
Panel

— Base Mounted/Tank Mounted /
Full Feature Units

Addas?:
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" GA18-90 VSD Compressors

FAD Range :-
AdasiopP! *GA18 VSD:GA7-GA18
*GA30/37VSD:GA7 -GA37
*GA50VSD:GA11-GA5S0

*GA75/90VSD:GA15-GA90

e|ldeally suitable for new factories
where compressed air demand will
be added in phases

eConstant Pre selected Pressure
available in 4-13 Bar range
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Refrigerated Dryers FX Series

— Refrigerated Dryers Range
23cfm to566 cfm with
pressures up to 16 bar
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New Range of Oil removal filters

The New Range of filters Is
designed for a cost effective no
frills scope

With a very high performance and
reliability
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AIr Receiver's-Vertical and Horizontal Options

*Range :-.25 cum to 25 cum(up to 30 bar
pressure )

*Buffer Stock for power cut/switch over period
«Caters to momentary heavy air demand
*Reduction of moisture load on dryer

*Complete with Pressure Guage,Safety valve and
drain cock

*Also available with optional auto drain

*Conforms to ASME and other relevant codes of

d construction
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Head Office Caple Traders, 6, 7, 8 Kedia Chambers, Opp. Old Police Station, Near New Era Theatre, S.V. Road, Malad (W), Mumbai — 400064.
Tel: 022-28825542, 28894090, 28898531 | Fax: 022-28899725 | E-mail: web@caple.in | Website: www.caple.in

Demo Centre Caple Traders, Navdurga, Shah Arcade Building No. 8, Near Rani Sati Flyover,W.E. Highway, Malad (E), Mumbai - 400 097.
Tel: +91-22-28803584, 28803586 | Fax: +91-22-28441071 | E-mail: web@caple.in | Website: www.caple.in

Query Sheet
Company Name & Address -
Delivery Name & Address -
Contact Person - Designation -
Mobile No - Fax No - Mail Id -

Item -

Model No (If Known) -
Capacity Size -
Application -

Expected Delivery Time -

Notes -
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