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CORDLESS
DB3DL
Driver Drill

Machine Screw
Wood Screw
Drill-Mild Steel

Max Tightening Torque

Batiery Voltage
No Load Speed
Weight

CORDLESS

DS9DVF3
Driver Drill

EREeE

Drill Chuck
Mild Steel

Soft Wood
Wood Screw
Machine Screw
Torgue Setting
Battery Voltage
No Load Speed
Weight

CORDLESS

DV14DL
Impact Driver

Wood Screw
Machine Screw
Mild Steel

Soft Wood
Torque:22 stage
Battery Voltage
No Load Speed
Weight

5mm

3.5 mm x 20 mm
2 mm

5 Nm

36V

200-600 rpm

0.4 kg

il

0.8-10 mm

10 mm

21 mm

5.8 mm x 45 mm
6 mm

1-6 Nm

96V

0-280-840 rpm
1.4 kg

8 mm x 75 mm
6 mm

13 mm

45 mm

1.5-7 Nm
144V

0-1750 rpm
2.1kg

DB10DL
Driver Drill

EREY ==

Max. Torque
Slip Torque
Chuck

LED Light
Battery Voltage
No Load Speed
Weight

DS12DVF3
Driver Drill

BEEEs

Drill Chuck

10Nm

1.0-6.0 Nm, (21-stage)
6.35 mm (1/4”) Hex.
Yes

108V

0-400 rpm

0.8 kg

W

0.8-10mm

Capacity: Mild Steel
Soft Wood

Wood Screw

Torque Setting

Battery Voltage

No Load Speed High

No Load Speed Low

Weight

WHIDMR
Impact Driver

BEEv

Capacity bolt

High Tension bolt
Machine Screw
Tightening Torque
Battery Voltage

Full load Impact Rate
No Load Speed
Weight

|

12 mm

25 mm

5.8 mm x 63 mm
1-6 Nm

12V

0-1050 rpm
0-350 rpm
1.5kg

<

5-12 mm
5-10 mm
4-8 mm
105 Nm
96V
0-3200 ipm
0-2600 rpm
1.4 kg

Inspire the Next

DS7DF
Driver Drill
ERS
Drill Chuck 0.8-10 mm
Miid Steel 10 mm
Soft Wood 15 mm
Wood screw 5.1 mm x 32 mm
Machine Screw 6 mm
Torque Setting 0.5-4 Nm
Battery Voltage 7.2V
No Load Speed 0-600 rpm
Weight 1.2kg
DS14DL
Driver Drill
EEEEs
Capacity: Mild Steel 13 mm
Soft Wood 45 mm
Wood Screw 8 mmx 75 mm
Torque:22 Stage 2-10 Nm
Battery Voltage 14.4V
No Load Speed 0-750/1500 rpm
Weight 2.0kg
WH10DL
Impact Driver
BE@E
Max. Torque 105Nm
No Load Speed 0-2300 rpm
LED Light Yes
Battery Voltage 10.8V
Battery Capacity 1.5Ahx2
Battery Recharging
Caution Lamp Yes
Weight 1kg
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CORDLESS

WH14DL —l WRIDMR e WR14DL

Impact Driver Impact Wrench . Impact Wrench

1y
+ ' -\
IAGEE s
B

Ordinary Screw 4-10 mm

Ordinary Bolt 6-14 mm Ordinary Bolt 6-14 mm Ordinary Bolt 10-16 mm

High Strength Bolt 6-12 mm High Tension bolt 6-10 mm High-strength Bolt 8-14 mm

Maximum Torgue 140 Nm Torque 115 Nm Max. tightening torque 200 Nm

Battery Voltage 144V Battery Voltage 9.6V Battery Voltage 144V

No Load Speed 0-2600 rpm No Load Speed 0-2600 rpm No Load Speed 0-2300 rpm

Impact Rate 0-3200 ipm Full Load Impact Rate 0-3200 ipm Impact Rate 0-3000 ipm

Weight 1.5kg Weight 1.4 kg Weight 1.5kg

DRILLS

D6SH FD10SB Du10

Drilling in steel 6.5 mm Drilling in steel 10 mm Drilling in steel 10 mm

Drilling in wood 9 mm Drilling in wood 25 mm Drilling in wood 35 mm

No Load Speed 4500 rpm No Load Speed 2800 rpm No load speed 1250 rpm

Power Input 240 W Power Input 420 W Power Input 550 W

Weight 0.9 kg Weight 1.4 kg Weight 1.8 kg

IMPACT DRILLS

DViGY LU D Double RS Electronic Soft

——— Insulation @ Start Control
Shock Absorbing Dust Extracting

m‘@ Handle Type ;'? Type

E @ @ @ Variable Speed w 2-Speed Gear

Drilling in Concrete 16 mm Drilling in Concrete 18 mm

Drilling in Steel 13 mm Drilling in Steel 10 mm 4' ) ) BToP )

Drilling in Wood 25 mm Drilling in Wood 25 mm Q) g;?i';i' Cutting C. Electric Brake

Impact Rate 34500 ipm Impact Rate 17800-28600 ipm

No Load Speed 0-2900 rpm No Load Speed 1050/1800 rpm

Power Input 500 W Power Input 640 W faversitiia Random Orbit

Weight 1.5kg Weight 23 kg Action
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HAMMER DRILLS

DH22PG DH24PB3 DH30PC2
S

I TS T AERS o] &)

Drilling Dia-Concrete 22 mm Drilling Dia-Concrete 24 mm Drilling Dia-Concrete 30 mm
Drilling Dia In Steel 13 mm Drilling Dia In Steel 13 mm Drilling Dia In Steel 13 mm
Drilling Dia In Wood 24 mm Drilling Dia In Wood 32 mm Drilling Dia In Wood 32 mm
Impact Rate 0-6200 ipm Impact Rate 0-4600 ipm Impact Rate 0-3700 ipm
Impact Force 144 Impact Force 3.2J Impact Force 5.4J

No Load Speed 0-1500 rpm No Load Speed 0-1050 rpm No Load Speed 0-850 rpm
Power Input 620w Power Input 800w Power Input 850 W
Weight 1.9kg Weight 2.3 kg Weight 4.3 kg
HAMMER DRILLS

DH40OMR DH50MR

==
\j Eco
‘i‘ Carry Case

Electronic Feed-Back

2004

El@m.\-; [HB@ E- Speed Control

Drilling Dia-Concrete 40 mm Drill Bit Dia 50 mm )

Impact Rate 1320-2650 ipm Impact Rate 1050-2150 ipm g‘“'{m‘:cs —
Impact Force 104 Impact Force 20 SISANE Spest LOma
No Load Speed 240-480 rpm No Load Speed 110-230 rpm

Power Input 950w Power Input 1400 W

Weight 6.5 kg Weight 10 kg

DEMOLITION HAMMERS

H41SA H45MR HG60MRV

2003

(&)@ D] () (/] [ E] B

Impact Rate 3000 ipm Impact Rate 3000 ipm Impact Rate 930-1650 ipm
Impact Force 754 Impact Force 1251J Impact Force 7-26 J

Bit Shank HEXAGONAL Bit Shank SDS MAX Bit Shank SDS MAX
Power Input 1050 W Power Input 950w Power Input 1350 W

Weight 4.8 kg Weight 5.9 kg Weight 10.5 kg
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DEMOLITION HAMMERS

[

Impact Rate
Impact Force
Power Input
Bit Shank
Weight

GRINDERS
G10SS

1400 ipm
395
1240 W
30mm HEX

15 kg

[5]] =

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

GRINDERS
G13SR3

o]

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

100 mm (4”)
M10

11000 rpm
580 W
1.4kg

125 mm (5”)
M14

10000 rpm
730 W

1.4 kg

LIEIRe

Impact Rate
Impact Force
Power Input
Bit Shank
Weight

PDA100D

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

G13SD

[5]]=

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

1400 ipm
42

1340 W
30mm HEX
16.5 kg

100 mm (4”)
M10

12000 rpm
620 W

1.7 kg

125 mm (5”)
M14

10000 rpm
800 W

1.6 kg

[E]

Impact Rate
Impact Force
Power Input
Bit Shank
Weight

PDA100M

(8]} B

Disc Dia .
Spindle Thread
No load speed
Power Input
Weight

G13SB3

100 mm (4”)
M10

12000 rpm
TI5W

1.5 kg

[5]] ==

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

125 mm (57)
Mi4

11000 rpm
1300w
1.9kg
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GRINDERS
G158A2

[5]] =

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

GRINDERS
G18MR

150 mm (6”)
Mi4

8500 rpm
1200 W

2.8 kg

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

180 mm (7")
M14

8500 rpm
2400 W

5.4 kg

GRINDERS/CUT OFF MACHINES

GP2

Collet Check Capacity

Max Wheel Dia
No Load Speed
Power Input
Weight

6 mm

25 mm
25000 rpm
520 W

1.8 kg

G18SH2

G18SE3

o&

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

G23SF2

[ClE

Disc Dia
Spindle Thread
No Load Speed
Power Input
Weight

CC14SF

&<

Wheel Dia
Pipe Dia

No Load Speed
Power Input
Weight

180 mm (7”)
M14

8500 rpm
2000 W

4.3 kg

230 mm (97)
M14

6600 rpm
2000 W

4.3 kg

355 mm
120 mm
3800 rpm
2000w
16.5 kg

[CIE&¥

Disc Dia 180 mm (77)
Spindle Thread M14

No Load Speed 8500 rpm
Power Input 2300 W
Weight 5.0kg
G235C3

==L

Disc Dia 230 mm (9”)
Spindle Thread M14

No Load Speed 6600 rpm
Power Input 2300 W
Weight 5.0 kg
CC16SB

~

Wheel Dia 405 mm

Bar Dia 75 mm

Pipe Dia 130 mm

No Load Speed 2290 rpm

Power Input 2200W (3 phase)

Weight 86 kg
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CUTTERS/SAWS
CM4sB2 cm12y c7

._ Q&

[O]& E]=] &

Wheel Dia 110 mm Wheel Dia 305 mm Blade Dia 185 mm
Cutting Depth 34 mm Cutting Depth 100 mm Cutting Depth 65/43 mm
No Load Speed 11500 rpm No Load Speed 5000 rpm No Load Speed 4700 rpm
Power Input 1320 W Power Input 2400 W Power Input 1050 W
Weight 2.8 kg Weight 11.5 kg Weight 3.9k
SAWS

C78C C78B2 cé

[=]=] [OIE3 [=]] 2]

Blade Dia 185 mm Blade Dia 185 mm Blade Dia 210 mm
Cutting Depth 58/41 mm Cutting Depth 60/47 mm Cutting Depth 75-57 mm
No Load Speed 5500 rpm No Load Speed 5800 rpm No Load Speed 5000 rpm
Power Input 1100 W Power Input 1710 W Power Input 1400 W
Weight 4.0kg Weight 4.6 kg Weight 5.1kg
JIG SAWS/SABER SAW

cJi2o0v FCJ65V3 CR13VC

CE A [C]& & =Ry
Cutting In Wood 120 mm Cutting In Wood 65 mm Cutting In Wood 300 mm

In Steel Plate 6 mm In Steel Plate 3 mm In Steel Plate 12 mm
Stroke Length 26 mm Stroke Length 18 mm In Pipe 130 mm
Cutting Radius-Minimum 25 mm Cutting Radius-Minimum 25 mm Stroke Length 29 mm
No Load Speed 850-3000 rpm No Load Speed 0-3000 rpm No Load Speed 0-2800 rpm
Power Input 740 W Power Input 400 W Power Input 1010w

Weight 23 kg Weight 1.5kg Weight 3.2kg
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CIRCULAR SAWS
C10FCE2 C12LCH C12FCH
= =l B
Blade Dia 255 mm Blade Dia 305 mm Blade Dia 305 mm
No Load Speed 5000 rpm No Load Speed 4000 rpm No Load Speed 4000 rpm
Power Input 1520 W Power Input 1520 W Power Input 1520 W
Weight 11.9kg Weight 19.3 kg Weight 19 kg
TAPER SHEAR NIBBLER
uTsv CE16SA CN16SA
. A
il #4 { o -_-f.
(O]

o|EE) El Cutting In Steel 1.6 mm

Cutting In Steel Plate 1.6 mm Cutting In Stainless Steel 1.2 mm
Capacity: Steel Ma Cutting In Stainless Steel 1.2 mm Cutting Radius Max 40 mm

Aluminium M10 Cutting Radius Min 25 mm Cutting Width 5 mm

No Load Speed 60-330 rpm No Load Speed 4700 rpm No Load Speed 2300 rpm
Power Input 285 W Power Input 400 W Power Input 400 W
Weight 2.7ka Weight 1.7kg Weight 1.6 kg
SANDER/POLISHER
SV12SG SV13YB $158B
Ef BOIEE o
Pad Size 110x100 mm Sanding Pad 125 mm &
Orbital Dia 1.5 mm Orbit Dia 3.2mm Disc Dia 150 mm
No Load Speed 14000 rpm No Load Speed 12000 rpm No Load Speed 4500 rpm
Power Input 200W Power Input 230 W Power Input 705 W

Weight 1.1 kg Weight 1.4kg Weight 2.0kg
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SANDER/POLISHER/ORBITAL SANDER
F$10SB SAT 180 SP18VA

Orbit Dia 2 mm @ @E.
Sanding Plate 92 mm x 184 mm Disc Dia 180 mm Disc Dia 180 mm
No Load Speed 10000 rpm No Load Speed 1900-3400 rpm No Load Speed 0-600-3400 rpm
Power Input 180 W Power Input 750 W Power Input 1250 W
Weight 1.4 kg Weight 2.9kg Weight 2.8 kg
BELT SANDER/ROUTERS
SBav2 M12SC M12SA2
EIHR B i

e Collect Chuck 12 mm
Belt Size 76 mm x 533 mm Collect Chuck 6 mmx 12 mm Stroke 65 mm
No Load Speed 250-450 Mtr/Min No Load Speed 25000 rpm No Load Speed 22000 rpm
Power Input 950 W Power Input 00w Power Input 1700 W
Weight 4.3 kg Weight 3.3 kg Weight 6.2 kg
SCREW DRIVER IMPACT WRENCH IMPACT WRENCH
W6VA4 WR16SA WR228A

CI®@E (@]
D& E) < Ordinary Bolt 12-22 mm Ordinary Bolt 14-24 mm
High Tention 12-16 mm High Tention 16-22 mm

Dry Wall & Self Drilling screw 6 mm Torque 360 Nm Torque 610 Nm
Bit Shank 6 mm HEX Impact Rate 2100 ipm Impact Rate 2000 ipm
No Load Speed 0-3000 rpm No Load Speed 1900 rpm No Load Speed 1800 rpm
Power Input 620 W Power Input 480 W Power Input 850 W

Weight 1.4 kg Weight 28 kg Weight 4.8 kg

—

il
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CHAIN SAW
CS350A

Bar Size

Stroke Length

No Load Speed-Chain
Power Input

Weight

DRILL PRESS
B16RM

-
L

Chuck Capacity

Swing

Spindle Travel

Table Size

No Load Speed: 50 Hz
Power Input

Weight

COMPRESSOR
EC58

350 mm

29 mm

450 Mtrs/min
1140W

4.2 kg

16 mm

380 mm

85 mm

336 mm x 336 mm
210-2580 rpm

750 W

75 kg

Type Of Motor
Tank Capacity
Air Pressure

Power Input
Weight

UNIVERSAL
6 LTRS

8 BAR

1HP

8.5 kg

PLANER

o]

Cutting Width
Cutting Depth
No Load Speed
Power Input
Weight

NAILERS
NV4SAE

82 mm
1mm
15000 rpm
5T0 W

25kg

Fastener Type
Fastener Dia
Operating Pressure
Nail Feed System
Depth Setting
Weight

COMPRESSOR
EC68

Coil, Wire Collation
120 mm

70-120 psi

Air

Toolless

25kg

Type Of Motor
Tank Capacity

Air Pressure
Power Input

Weight

INDUCTION
24 LTRS

8 BAR
1.5 HP

28 kg

BLOWER
RB40SA

Inspire the Next

&
Air Pressure 5.5 kPa
Air Volume Flow 3.8 m*/min
No Load Speed 16000 rpm
Power Input 550 W
Weight 1.7kg
NAILERS
NVI0AB2
Operating Pressure 5-8.5Kg/cm’
In Gauge Pressure (70-120psi)
Driving Speed 3 nails/sec.
Loading Capacity 150-300 nails
Air Inlet 3/8 NPT Thread
Dimension (LxH) 292x389 mm
Weight 3 kg

Hitachi Accesories

Range

Grinding wheels (4", 5",7",9")
Cut off Wheels (4", 7", 14", 16" )

Drill bits (SDS MAX, SDS PLUS & MASONARY)

TCT Saw Blades

(% 30%532%)

Cold Chiesel & Bull Points
Jig Saw & Saber Saw Blades

Sanding Disc & Papers
Chargers & Batteries
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m HIT-MIN Power Tools

DRILLS MULTI-DRILL IMPACT DRILL

(O] J1D-MH-10
J1Z-MH-6C J1Z-MH-10A

@ @ _— - [O] Z1J-MH-16/10
Concrete 12 mm Steel 10/6 mm

Capacity 6 mm Capacity 10 mm Screw 6 mm Concrete 16/10 mm

No Load Speed 2700 rpm No Load Speed 1200 rpm No Load Speed 2200 rpm No load speed  (1300/2000) rpm

Power Output 240 W Power Output 430 W Power Output 450 W Power Qutput 480 W

Weight 1.0kg Weight 2.0 kg Weight 2.0kg Weight 2.2kg

DISC GRINDER SANDER POLISHER DIE GRINDER

S1M-MH2-100B S1M-MH3-100B S1A-MH-180 S$1J-MH-25
= oE & =
Wheel Outer Dia 100 mm Max. Wheel Dia 25 mm
Inner Dia 16 mm Wheel Outer Dia 100 mm(4”) Capacity: 180 mm(7") Collet Chuck Capacity 6 mm
No Load Speed 12000 rpm  No Load Speed 12000 rpm No Load Speed  3400/1900 rpm No Load Speed 25000 rpm
Power Output 530 W Power Output 550 W Power Output 750 W Power Output 380w
Weight 1.9kg Weight 1.4 kg Weight 29kg Weight 1.9kg
PLANER CIRCULAR SAW CUTTER
M1B-MH-80X1 M1Y-MH-180 Z1E-MH-110 Z1E-MH2-110
[B] O] [O] [O]
Max. Cutting Depth 1 mm Max. Cutting Depth 58 mm Capacity 110 mm Capacity 110 mm
Max. Cutting Width 80 mm Blade Dia 185 mm Max. Cutting Depth 34 mm Max. Cufting Depth 34 mm
No Load Speed 15000 rpm No Load Speed 5500 rpm No Load Speed 12000 rpm  No load speed 12000 rpm
Power Output 500 W Power Output 1100 W Power Output 850 W Power Output 1200 W
Weight 25 kg Weight 3.8kag Weight 2.8kg Weight 2.8 kg

Pictograph explanation
WITH6 MONTHS @ IV, i S

g
WARRANTY BY HITACHI KOKI

Double
Insulation

Note: Manufacturer reserves the right to change specifications of parts and accessories without notice. June 2008



HITACHI KOKI JAPAN has been synonymous with
power tools since 1948, pioneers in the field of advanced
power tools.

Catering to a wide spectrum of power tool requirements in
the Indian industry, HITACHI KOKI INDIA has achieved a
phenomenal growth over the years & has become a
preferred supplier of power tools in this region.

Hitachi products are of high standards in terms of quality,

design, material & workmanship. Every single part of
Hitachi tools are subjected to rigid inspection &

performance tests at every stage of manufacturing !

process. Our priority is to meet expectations of customers
in the areas of Construction, Wood working & Metal
working & Engineering by adding new innovations to our
productrange atregularintervals.

Hitachi Dealer network is quite strong & spread across all
the corner of the states to have easy & speedy access to
facilitate the transactions. Worldwide service network of
Hitachi ensures timely response to customer needs in
terms of spares supply as well as after sales service.

= S
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Head Office Caple Traders, 6, 7, 8 Kedia Chambers, Opp. Old Police Station, Near New Era Theatre, S.V. Road, Malad (W), Mumbai — 400064.
Tel: 022-28825542, 28894090, 28898531 | Fax: 022-28899725 | E-mail: web@caple.in | Website: www.caple.in

Demo Centre Caple Traders, Navdurga, Shah Arcade Building No. 8, Near Rani Sati Flyover,W.E. Highway, Malad (E), Mumbai - 400 097.
Tel: +91-22-28803584, 28803586 | Fax: +91-22-28441071 | E-mail: web@caple.in | Website: www.caple.in

Query Sheet
Company Name & Address -
Delivery Name & Address -
Contact Person - Designation -
Mobile No - Fax No - Mail Id -

Item -

Model No (If Known) -
Capacity Size -
Application -

Expected Delivery Time -

Notes -
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